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1 Product Description

This wavelink antenna covers WiFi2.4.

2 Product Features

⚫ Easy to install
⚫ High efficiency
⚫ Removable

3 Product Specifications

Passive Electrical Specifications

Frequency Range 2400-2500 MHz

Input Impedance 50 Ω
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VSWR ≤2

Gain ≤3 dBi

Polarization Type Linear

Mechanical Specifications

Antenna Size 49mm × 8mm

Casing PCB

Connector Type I-PEX

Working Temperature -40 °C to +85 °C

4 Overall Performance

⚫ KEYSIGHT VNA Network Analyzer E5071C 100 kHz – 8.5 GHz
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Freq Effi Effi Gain Gain Max Min
Directivit

y
AttH AttV

(MHz) (%) (dB) (dBi) (dBd) (dB) (dB) (dBi) (dB) (dB)

2400 58.93 -2.3 2.52 0.37 2.52 -19.09 4.82 46.16 46.3

2410 59.01 -2.29 2.49 0.34 2.49 -18.82 4.78 46.26 46.45

2420 61.82 -2.09 2.69 0.54 2.69 -17.43 4.78 46.15 46.32

2430 61.65 -2.1 2.49 0.34 2.49 -18.93 4.59 46.31 46.44

2440 65.25 -1.85 2.68 0.53 2.68 -18.23 4.53 46.52 46.56

2450 70.3 -1.53 2.89 0.74 2.89 -16.24 4.42 46.77 46.93

2460 66.68 -1.76 2.65 0.5 2.65 -16 4.41 46.82 46.89

2470 66.81 -1.75 2.68 0.53 2.68 -16.75 4.44 46.54 46.65

2480 67.39 -1.71 2.78 0.63 2.78 -17.88 4.5 47.04 47.22

2490 67.53 -1.7 2.83 0.68 2.83 -18.92 4.54 46.75 46.82

2500 68.33 -1.65 2.83 0.68 2.83 -20.06 4.48 46.91 47.08

Frequency 3D E1 E2 H
2400MHz

2450MHz

2500MHz
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5 Product Size
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